
 

Usual Service Conditions 

 

Type 
Rated 
pull(N) 

Rated 
travel(mm) 

Stroke Braking 
spring 
force 
(N) 

Rated 
Frequency 

(Hz) 

Input 
power 
(W) 

Rated 
Voltage 

(V) 

Rated 
Current 

(A) 

Maximum 
operating 
frequency 

Weight(Kg) 
up down 

Short stroke impeller Deviation ±20% 

EN23/5 220 50 0.35 0.35 180 50 165 380 0.52 2000 10 

EN30/5 300 50 0.35 0.35 270 50 200 380 0.46 2000 14 

EN50/6 500 60 0.45 0.39 460 50 210 380 0.48 2000 14 

EN80/6 800 60 0.32 0.34 750 50 330 380 1.42 2000 24 

EN121/6 1250 60 0.4 0.42 1200 50 330 380 1.44 2000 39 

EN201/6 2000 60 0.5 0.32 1900 50 450 380 1.45 2000 39 

EN301/6 3000 60 0.58 0.32 2700 50 550 380 1.46 1500 40 

 

Type A B C D E F G H K L M N O P Q R S T U 

EN23/5 286 50 26 12 12 20 16 20 160 80 80 40 200 16 85 55 75 100 20 

EN30/5 370 50 34 15 16 25 16 18 160 80 80 40 197 16 85 55 75 100 20 

EN50/6 435 60 36 18 20 30 20 23 195 97 120 60 254 22 85 55 75 100 20 

EN80/6 450 60 36 18 20 30 20 23 195 97 120 60 254 22 85 55 75 100 20 

EN50/12 515 120 36 18 20 30 20 23 195 97 120 60 254 22 
     

EN80/12 530 120 36 18 20 30 20 23 195 97 120 60 254 22 
     

EN121/6 645 60 38 25 25 40 25 35 240 112 90 40 260 25 130 80 120 147 35 

EN201/6 645 60 38 25 25 40 25 35 240 112 90 40 260 25 130 80 120 147 35 

EN301/6 645 60 38 25 25 40 25 35 240 112 90 40 260 25 130 80 120 147 35 


