LOW HEAD type

Available from 0.49Ton to 5Ton capacity
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- Hoist classification : FEM(1Bm) / ISO(M3)

- Minimized distance between hooks
- Motor & brake class : ‘F class . Lower 100mm, 300mm, 700mm than st-
- Ambient temperature : =20C ~ +40°C andard type
- Intermittent Rating(%ED) :

: When the building with low ceiling
single speed(25%ED) dual speed(20%ED) . When extended lifting height is required
— Emergency stop
— Powerful motor

— KD manufactured load chain
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| STANDARD SPECIFICATION

Duty rating | Lifting Speed (m/min) Traversing Speed
Capacity | Lift o S = T 1 g i Load Chain | No.ofFalls | Test Load
Single {m/min) ) .
! —— Dia.(mm) | of Load Chain (%))
(ton) 60Hz 50Hz 60Hz | :
0.49 4 30 515 6.7 8 6.711.7 8.02.0 10 (20) 12 (24) @71 1 613
o 0.5 4 30 5M1S 6.7 8 6.71.7 8.012.0 10 (20) 12 (24) @7 1 625
KDL-1M .
1 4 30 515 6.7 8 6.71.7 8.0/2.0 10 (20) 12 (24) @7 1 1,250
2 4 30 5115 34 4 3.4/09 4.01.0 10 (20) 12 (24) @7.1 2 2,500
2 4 30 515 6.8 8.2 6.811.7 8.212.0 10 12 ®11.2 1 2,500
: 18 4 30 515 5.9 7 5.9/1.5 msa 10 12 @12 1 3,500
KDL-2M ;
3 4 30 515 5.9 7 5.91.5 ns 10 12 ®11.2 1 3,750
5 4 30 515 30 36 3/0.8 3.6/0.9 10 12 @112 2 6,250
5 4 30 515 3.0 36 3/0.8 3.6/09 10 12 ®11.2 2 6,250

Output (kw) Traversing Net weight (kg) ' Extra weight per 1m lift (kg)
Single | Dual (kW) | KDL-IM | KDL2M | KDSL-2M | KDL-IM | KDL-2M | KDSL-2M
0.49 08 0.8/0.2 04 132 (135) - - 11 - -
05 08 0.8/0.2 04 132 (135) - - 11 : :
1 15 1.5/0.38 0.4 132 (135) - - 11
2 15 1.5/0.38 04 150 (153) - - 21 - -
2 33 3.3/0.825 0.4 . 205 (215) - . 2.7 .
28 33 3310825 0.4 : 240 (250) - - 27 =
3 313 3.3/0.825 0.4 - 240 (250) . . 27 -
5 33 3.3/0.825 0.4 - 290 (300) 360 (370) - 53 5.3
1 DIMENSION
Model Capacity Dimension (mm) Std.I-Beam Min. Radius
(ton) Width (mm) of Curve (mm)
0.49 258 265(315) 75 348 213 121 230 560 663 330 75, 100, 125 -
KDLIM 05 258 265(315) 75 348 213 121 230 560 663 330 75,100, 125 -
258 308(335) 100 360 225 121 230 560 663 330 75, 100, 125 -
2 258 308(335) 125 418 245 121 29 626 800 550 100, 125, 150 s
2 307 355(392) 125 357 245 123 296 663 900 530 100, 125, 150 -
- 28 307 355(392) 125 366 254 136 337 710 890 550 100, 125, 150 -
St 3 307 355(392) 125 366 254 136 337 710 890 550 100, 125, 150 -
5 307 355(392) 125 383 271 158 384 790 1,000 760 125, 150,175 -
KDSL-2M 5 1,050 547(s87) 150 565 - 230 - - 745 315 125, 150, 175 -
{ ) Dual speed Dimension, Specilication
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0.49~3.0Ton " s50Ton
KDL-1M/KDL-2M KDSL-2M

+ The design, malerial and specification are subject to change for Improvement without nofice.
+ A special specification is available upon reguest,
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